
● 窒素ガス
　 圧縮空気より高濃度窒素（99%：25L/min）を発生、ガスボンベ等のN₂源は不要。
● 酸素濃度監視
　 成形機内（材料投入口周囲）の酸素濃度を常に監視し成形の安定性を確保。

● 窒素ガス加熱

● エラーメッセージ
　 異常時（濃度、圧力、流量、温度）に表示され、警報を発信。

● 使用場所を選ばない100V電源。

● 設置スペースを最小限に抑えたコンパクト構造。

● 圧力・流量監視
    供給圧力・窒素ガス流量を常に監視し、高濃度窒素を確保。
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＊1. 供給空気圧力 0.5MPa・温度１０℃時

Highly Functional 
Nitrogen Purging 

Means.

Nitrogen gas.
Generates high-concentration nitrogen (99%: 25L/min) from compressed air, 
eliminating the need for gas cylinders or other N₂ sources.

Oxygen concentration monitoring.
Oxygen concentration in the molding machine (around the material feed port) 
is constantly monitored to ensure molding stability.

Pressure and flow monitoring.
Supply pressure and nitrogen gas flow rate are constantly monitored 
to ensure high nitrogen concentration.

Nitrogen gas heating.
Input at any set temperature (50 to 100°C), 
suppressing defects caused by temperature fluctuations of molding materials.

Error messages.
Displays and sends out alarms when abnormalities occur 
(concentration/pressure/flowrate/temperature).

Compact structure that minimizes installation space.

100V power supply that can be used anywhere.
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粉粒体用機器＆システム
右記の2次元コードからアクセスください。→
Please access from the 2D code

c

営 業 所 / ● 仙 　 台 :Tel.022-308-6361 Fax.022-308-6364
                        ● 南 関 東   :Tel.046-229-6828 Fax.046-229-6810
                         ● 大    阪 :Tel.06-7167-8011 Fax.06-7167-8216 
工 　 場 / ● 東 　 京  :Tel.048-224-4447 Fax.048-224-0153 

● 埼 　 玉:Tel.048-224-0008 Fax.048-224-0090
● 静 　 岡:Tel.054-287-2040 Fax.054-287-2344
● 広 　 島:Tel.082-568-0541 Fax.082-263-5492
● 大    阪   :Tel.06-6657-0858 Fax.06-6657-0894

サービス部 /  ● 仙台サービス  :Tel.022-308-6361　Fax.022-308-6364
                         ● 南関東サービス  :Tel.046-229-6828 Fax.046-229-6810
                         ● 大阪サービス  :Tel.06-6657-0858 Fax.06-6657-0894

　  ● 東 　 京:Tel.03-3523-5680 Fax.03-3523-5682  
● 名 古 屋:Tel.052-918-7510 Fax.052-911-3450 
● 九 　 州:Tel.092-412-6767 Fax.092-412-6591 
● 三 　 田  :Tel.079-563-6991 Fax.079-563-6947

● 北関東サービス :Tel.027-310-1701 Fax.027-321-4353
● 静岡サービス  :Tel.054-287-2040 Fax.054-287-2344
● 広島サービス  :Tel.082-568-0541 Fax.082-263-5492

● 東京サービス :Tel.048-224-4447 Fax.048-224-0153
● 名古屋サービス :Tel.052-918-7530 Fax.052-911-7490
● 九州サービス  :Tel.092-412-6767 Fax.092-412-6591
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*1, at supply air pressure of 0.5 MPa and temperature of 10°C

 100（0.4 ～ 0.7MPa）
（配管口径 Pipe sizeφ8）
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